
DRYWALL CONTRACTOR

Clean inside of fixture with 
compressed air to remove any 
remaining construction debris. 

  

Remove any excess paint that 
is on the beveled edge. Any 

excess paint will be noticeable 
when light is powered on. Wipe 

inside of aperture with clean 
damp towel. 
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Sand and plaster again, 
until smooth finish is 

achieved.

Apply a thin 
layer of 

Durabond  45 
compound 

around all four 
sides. DO NOT 

USE TAPE.

Sand (Lijar)

Paint over paint shield. 
Remove paint shield 20 to 
60 minutes after painting.
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Make sure provided paint 
shield is in place.
(Asegurase que el protector 
de pintura estés puesto.)

Paint (Pintar)

Plaster (Yeso) 19

20
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11

Aplicar una capa delgada de Durabond 45 
alrededor de los cuatro lados.

Lijar y yeso otra 
ves hasta que 

superficie estés 
completamente 

liso.

Pintar sobre 
el protector 
de pintura. 
Remover el 
protector de 
pintura 20-
60 minutos 
después de 

pintar.

(Limpia adentro de enseres fijo con aire 
comprimido para remover cualquier
polvo que halla quedado adentro.)

(Remover cualquier exceso de 
pintura. Cualquier exceso de 

pintura será notable cuando la luz 
esta encendido. Limpie adentro de 
la apertura con una toalla limpia y 

húmeda.)



ELECTRICAL CONTRACTOR
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Wash hands and clean all drywall residue from inside aperture, with a 
clean damp towel. Electrician or lighting designer - ensure pan rotation 

ring is adjusted, locked in place, and the lamp is aimed properly.  

HANDS MUST BE CLEAN WHEN ADJUSTING FIXTURE.
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